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(54) Title; COMPONENT, ESPECIALLY A HYBRID CARRIER FOR A VEHICLE, AND METHOD FOR THE PRODUCTION 
OF S AfD TYPE OF COMPONENT, AND USE OF SAID TYPIi OF COMPONENT 



(54) Bcwichnimg: BAUTEIL. INSBESONDERE HYBRUJTRAGER F0R EHM FAHRZEUG, UND VERFAHRRN ZUR HER- 
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(57) Abstract: The invention relates to a component (1). especially «* hybrid earner lor a carrier in a vehicle. Said component 
comprises a base body (2) provided with a cavity fH >. and said base body is provided with al leasj an inner pJastic covering. The 

plastic covering is formed by a film channel (3, 3a > which is made ol' plastic and which is arranged in trie cavity (H> of ihc base hodv 

O (2). 
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(57) Zusammenfassung: ErfindungsgemfiBist ein Bauteil (1), insbesondere Hybridtrager fur einen Tragerin einem Fahrzeug, Mil 
einem einen Hohlraum (H) aufweisenden Grundkdrper (2) rait einer zumindest innen liegenden Kunststoffauskleidung vorgesehen, 
wobei die Kunststoffauskleidung durch einen ira Hohlraum (H) des GrundkBrpers (2) angeordneten Folienkanal (3. 3a) aus Kunst- 
stoff gebildet ist. 



